Why choose heating with pellets?

The pellets are cheap and ecological energy
source. Unlike electric heating, heating with
natural gas and diesel fuel, whose prices rise
steadily, the price of pellets is almost constant.

Pellets are produced by waste wood biomass
through high pressure extrusion without using of
adhesives. The pellets can have different
diameters, mostly 6 mm or 8mm. It allows the
pellets combustion in automatic pellet burners
with high efficiency and minimum quantity of
ashes.

Except the waste wood, bran etc, the pellets can
also be prduced by solid biomass such as corn,
sunflowers, etc. Pellet producers are usually
woodworking companies and the pellet material is
their residual. The ftrends of increasing the
number of producers in Europe in the last few
years contributes for competitive environment and
the lower pellet prices on market unlike the market
of electricity and all types of fuel.

Wood pellets

*«  6-8mm diameter

+  5-30mm lenght

« Calorific value over 5 kWh/kg
* Density 650 kg/m3

+ Moisture content 5-9%

+ Ash content less than 0.5%

« 100% made of wood




Pellet boilers TANGRA

The pellet boilers series TANGRA CL and TANGRA HP The pellet boilers TANGRA HP30, TANGRA CL35 and

are specially designed to cover the need of heating and TANGRA CL80 meet all the European Directives for
domestic hot water in single and multifamily houses, heating systems using solid fuels:
residental and commercial buildings. EN 303-5 (2012)
EN 14785 (2006)
During the construction of the boilers the stress is paid EN 60335
on the high level of automation of the units. The EN 61000
integrated digital controller allows fine adjustment of Quality proved by TUV Rheinland.
the burning process, depending on the customers
needs. The high efficiency of the boilers ensure low
consumption of pellets. At the same time the
Thanks to the burner's automated self-cleaning automated cleaning of residual ash and easy control
system, the need of additional customer maintenance make TANGRA's pellet boilers one of the most
is minimized. comfortable and enviromnetally friendly tools for
heating.
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Manufactures the product

Heating boilers, fired by wood peliets

Type : CL-80, Model : One-way with hot water boiler
Nominal power: 80 kW, Efficency at nominal power: 84 %
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